
0,060 m3 - 6,5 kg.
61x61x16cm.
10 pcs [carton]

Sound-absorbing system for false 
ceiling.
Sistema di pannelli fonoassorbenti per 
controsoffitti. 
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Madison 4 coverings colors / Madison 4 colori tessuti

UNIKO 2 • MADISON 2 • DIAMANTE 2

UNIKO 4 • MADISON 4 • DIAMANTE 4

FELT

KING L

F

KL

Felt 700

Felt 032

Felt N

Felt 086

Felt B

Felt 806

Felt 065

1010

3090

1025

4027 6071

80108014

KL
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 60.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

Felt 700

UNIKO 2 • MADISON 2 • DIAMANTE 2

UNIKO 4 • MADISON 4 • DIAMANTE 4
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80108014

KL
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 60.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

Felt 700

UNIKO 2 • MADISON 2 • DIAMANTE 2

UNIKO 4 • MADISON 4 • DIAMANTE 4
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1025

4027 6071

80108014

KL
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 60.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

Felt 700

1025 40271010

UNIKO 2 • MADISON 2 • DIAMANTE 2

UNIKO 4 • MADISON 4 • DIAMANTE 4
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80108014

KL
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 60.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

Felt 700

6071

UNIKO 2 • MADISON 2 • DIAMANTE 2

UNIKO 4 • MADISON 4 • DIAMANTE 4
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- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 60.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

Felt 700

8010

UNIKO 2 • MADISON 2 • DIAMANTE 2

UNIKO 4 • MADISON 4 • DIAMANTE 4
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- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 60.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

Felt 700

8014

UNIKO 2 • MADISON 2 • DIAMANTE 2

UNIKO 4 • MADISON 4 • DIAMANTE 4
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- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 60.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

Felt 700

3090

Finishing & Codes / Finiture e Codici

cod.PAMA4.-- Madison 4 Coverings

472 CHAIRS | STOOLS | TABLES | WORKSPACE SYSTEMS | ACOUSTIC SYSTEMS | ACCESSORIES




