
The sound-absorbing free-standing panels of the Tune collection are designed both to furnish with elegance as well 
as to assure the precise function of reducing sound reverberation. Equipped with a matt painted metal base, they are 
made of polyester fiber and available in two different sizes.

I pannelli fonoassorbenti free-standing della famiglia Tune sono pensati per arredare con eleganza, nella precisa funzione 
di ridurre il riverbero sonoro. Dotati di basamento in metallo verniciato opaco, sono realizzati in fibra di poliestere e 
disponibili in due diverse dimensioni.

00 10

Finishings / Finiture

Frame colors / Colori struttura Standard colors / Colori standard

TUNE Free-Standing

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

10081012

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

4021

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

6052

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

7022

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

3082

498 CHAIRS | STOOLS | TABLES | WORKSPACE SYSTEMS | ACOUSTIC SYSTEMS | ACCESSORIES



0,125 m3 - 15,5 kg.
159x110x7cm.
1 pc [carton]

0,125 m3 - 16,5 kg.
159x110x7cm.
1 pc [carton]

“Tune” acoustic panel, with black or white matt painted metal frame.
Pannello Fonoassorbente “Tune” , basamento in metallo verniciato nero o bianco opaco.

“Tune” acoustic panel, with black or white matt painted metal frame.
Pannello Fonoassorbente “Tune” , basamento in metallo verniciato nero o bianco opaco.

TUNE FREE-STANDING 80

TUNE FREE-STANDING 100

NA not assembled / non assemblato

NA not assembled / non assemblato
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Frame colors / Colori struttura

Frame colors / Colori struttura

Standard colors / Colori standard

Standard colors / Colori standard

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

10081012

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

4021

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

6052

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

7022

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

3082

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

10081012

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

4021

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

6052

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

7022

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

3082
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Frame Finishing & Codes / Finiture Telai e Codici

cod. PATNS80._(FRAME)_-_(FABRIC)_

Frame Finishing & Codes / Finiture Telai e Codici

cod. PATNS100._(FRAME)_-_(FABRIC)_
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The sound-absorbing panels of the Tune collection fixed to the desk tops are practical screens to enhance privacy, 
improving acoustic comfort, facilitating concentration and well-being in the workplace.

I pannelli fonoassorbenti della famiglia Tune fissati ai piani delle scrivanie come pratici schermi per valorizzare la privacy, 
migliorano il comfort acustico, agevolando la concentrazione e il benessere nell’ambito degli ambienti di lavoro.

00

Finishings / Finiture

Bracket color / Colore staffa fissaggio Standard colors / Colori standard

TUNE Desk Settings

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

10081012

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

4021

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

6052

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

7022

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

3082

0,125 m3 - 10 kg.
159x110x7cm.
1 pc [carton]

“Tune” acoustic panel, with white braket kit for desk settings.
Pannello Fonoassorbente “Tune” ,  con kit staffe fissaggio a scrivania colore bianco.

TUNE DESK SETTINGS 80

NA not assembled / non assemblato

80

150 Frame Finishing & Codes / Finiture Telai e Codici

cod. PATND80.00-____
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The sound-absorbing panels of the Tune collection hung to the wall with a black wooden shelf, furnish spaces and 
improve acoustic comfort, facilitating concentration and well-being in the workplace.

I pannelli fonoassorbenti della collezione Tune appesi a parete con una mensola in legno nero, arredano gli spazi e 
migliorano il comfort acustico agevolando la concentrazione e il benessere nell’ambito degli ambienti di lavoro.

10

Finishings / Finiture

Shelf color / Colore mensola Standard colors / Colori standard

TUNE Shelf 80

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

10081012

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

4021

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

6052

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

7022

STILLY • UNIKO

FONO

K
- Composition: 100% POLYESTER
- Abrasion: UNI EN ISO 12947/2 80.000 Cycle Martindale ±10%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 6 (tol from 5 to 8)
- Fire proof: UNI 9174 - 8456 Class C1, DIN 4102 Class B1, NF P 92501-7 Class M1, IMO Res. A652 
(16), NF D 60013 Class AM18, EN 1021-1 & 2, BS 5852 part II Crib 5, BS 7176 Medium Hazard.
- Maintenance: Use vacuum-cleaner, don’t brush.

TF
- Composition: 75% WOOL - 25% POLYAMMIDE
- Abrasion: UNI EN ISO 12497:2000 100.000 Cycle Martindale ±20%
- Light Resistance-Xenotest: UNI EN ISO 105-B02 / 4 (tol from 3 to 5)
- Fire proof: IT - Class 1 IM Using a standard FR polyurethane foam 25kg/mcu density, EN-1021 Part 
1-2 using a standard foam 20/22 Kg/mcu density, USA Calif. Bull. 117 June 2013.
- Maintenance: Use vacuum-cleaner, don’t brush.

KING

FENICE

K

TF

1012

6052

451

1008

7022

201

3082

505

4021Felt 700

3082

0,13 m3 - 13 kg.
159x110x7cm.
1 pc [carton]

TUNE SHELF 80

NA not assembled / non assemblato

80

154 20 Frame Finishing & Codes / Finiture Telai e Codici

cod. PATNL80.10-____
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